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   Address:NO.148,Chang'an,Guangshan Road,Huangpu District,Guangzhou,China

TEL:+86-20-3207 9090              FAX:+86-20-3207 9103
E-mail:angel@gzkaiheng.com         URL:www.gzkaiheng.com
weChat / QQ:68118858              Skype:fengfengzhou
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     KOSOO KMDW / KMW MEDIUM WALL HEAT SHRINKABLE TUBING
                                                WITH / WITHOUT HOT MELTING ADHESIVE
Applications
High shrink ratio and hot melt adhesive, which provide excellent properties of insulation and protection to cable joints and terminations, and high abrasion and corrosion resistance for applying in communication cable and pipe.
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Features
Easily fit over irregular shape and large connectors
Waterproof
Excellent electrical insulation 
Operating temperature: -55℃ to 110℃
Minimum shrink temperature:80℃

Minimum fully recovery temperature:120℃
tandard color: Black
With or without thermopaint
	Normal size
(mm)
	As supplied(mm)
	After recovered (mm)

	
	ID (Min.)
	ID (Max.)
	WT (Min.)

	8/2
	8
	2
	1.7

	12/3
	12
	3
	2.0

	16/5
	16
	5
	2.2

	19/5
	19
	5
	2.5

	22/6
	22
	6
	2.5

	28/6
	28
	6
	2.5

	33/8
	33
	8
	2.5

	40/12
	40
	12
	2.5

	44/14
	44
	14
	2.5

	55/16
	55
	16
	2.7

	65/19
	65
	19
	2.8

	75/22
	75
	22
	3.0

	85/25
	85
	25
	3.0

	95/25
	95
	25
	3.0

	115/34
	115
	34
	3.0

	140/42
	140
	42
	3.5

	160/50
	160
	50
	3.5

	180/58
	180
	58
	3.5

	200/65
	205
	65
	3.5

	235/65
	235
	65
	3.7

	265/75
	265
	75
	4.0

	300/75
	300
	85
	4.0

	350/100
	350
	100
	4.3

	380/150
	380
	150
	4.3

	410/150
	410
	150
	4.3


Technical Data                                        Product Dimensions
	Property
	Test Method
	Typical Data

	Operation temperature
	IEC 216
	-55℃to110℃

	Tensile strength
	ASTM D 2671
	≥14MPa   　　

	Elongation break
	ASTM D 2671
	≥400%

	Density
	ASTM D 792
	1.05g/cm3

	Longitudinal shrinkage
	UL 224
	0 to 10%

	Volume resistance
	IEC 93
	≥1014Ω·cm

	Eccentricity
	ASTM D 2671
	≤30%

	Copper stability
	ASTM D 2671
	Pass


Model KMDW for medium wall tube with adhesive
Model KMW for medium wall tube without adhesive
Standard Packing: 1.22M/PCS

Special size, cutting pieces are available on request
